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April 15th, 2010
Nebraska Restoration Company Adding to Profits and Customer Satisfaction with the TES High Speed Structural Drying System
The drying speed and power of the TES  250,000 BTU Directed Heat Drying System® is demonstrated every day by restorers throughout North America. Listen to what Dave Keiter of Yellow Van Cleaning and Restoration recently reported: “Owning a 250,000 BTU, 5 TEX box unit is like drying on steroids. I purchased our second TES unit in January from Interlink Supply of Omaha. In the following few months we did not shut down the two units down other than to move them. You do the math… 50 days with a four and five TEX box unit brought in over $150,000 in drying income. We also purchased 5 additional ETES units to add to our six units already out making money. We actually dried 3 multi-story ‘lath and plaster’ homes with outstanding success. Even the electrician was impressed with out ability to dry out these structures so quickly. We are still rattling the calculators, but will invoice over $250,000 in drying in just over 60 days.” While your results may vary, TES owners all over are finding TES to be the perfect ticket to drying faster, increasing income, and creating raving fans with homeowners and adjusters.

Put the power of Directed Heat Drying to work for you.  For more information about the TES High Speed Structural Drying System and what it can do for your restoration business log onto www.tesdryingsystem.com, call 1-800-948-1754, or contact your local Interlink Supply Distributor.
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About tes High Speed Structural Drying Systems:

The tes thermal energy high speed Structural Drying System employs the Reets Evaporation Method and Directed Heat Drying to deliver heat right to the water in wet materials. By applying this patent pending technology, evaporation and drying are dramatically accelerated. Faster drying reduces cost, prevents secondary damage, and gives the professional restorer an unbeatable competitive edge. The application of tes Directed Heat Drying Technology can be applied by a propane powered hydronic heating system that uses fluid to transfer heat from a boiler to a heat exchanger. Air moves across the exchanger, picking up heat, and then is directed to damp or wet structural materials. Electric powered systems are available through the E-TES 120 or E-TES 240 units. All tes and e-tes systems are available through your local Interlink Supply Distributor.
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